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before you install

Location

The coat hook is to be fixed to a firm wall surface, with fixings appropriate to the wall
substrate.
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how to install

1

Mark the proposed position of the hook
on the wall.

Drill the wall, taking care not to drill
through the panel, especially when
fitting to toilet cubicle partitions.
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Screw the machine-screw end of the Screw the assembled coat hook into
wood-metal dowel into the body of the the previously drilled hole in the wall or
hook. panel
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cleaning

All grades of stainless steel will stain or discolour if due care and attention is not taken.
The surface must be regularly cleaned to ensure a long service life of the coat hook.
Use a soft cloth or sponge with a mild solution of soapy water as part of the regular
washroom janitorial routine. Do not use abrasive or cream cleaners as these will
damage the surface finish.

If the hook is subjected to a highly chlorinated environment eg swimming pools or
marine coastal locations, a further treatment, in addition to the regular cleaning as
described above, is recommended by the application of a household cleaning product
containing silicone.

If further information is required, contact The Splash Lab technical team for more
detailed stainless steel care guidelines.
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box contents

A A Coat Hook
B Fixing screw
@ U B
technical data
Finishes CS (Brushed satin stainless steel)

CP (Brushed copper finish)
BK (Brushed black finish)
BZ (Brushed bronze finish)
BR (Brushed brass finish)

Weight 1509
Stainless steel 304AISI
Warranty 2 years from date of purchase
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